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KAWNEER 

THE ORIGINAL 
RESILIENT AND 
RUSTLESS METAL 
STORE FRONT 
CONSTRUCTION 



Kawneer's first factory at Niles, Michigan, 
constructed in 1906. 




Back in 1905 the Kawneer Company was founded by a prac- 
ticing architect, to correct the many deficiencies of prevailing 
methods of holding glass; to produce better store fronts that 
would meet the exacting requirements of architects, contractors, 
merchants and building owners; to pioneer the first resilient, 
rustless, hollow-metal store front. 

The Kawneer idea met with immediate acceptance and the 
demand for this new and better kind of store front spread rapidly. 
Many improvements and refinements were made and the Kaw- 
neer plant was expanded again and again to meet vast pro- 
duction needs. As the years passed, hundreds of thousands of 
Kawneer Store Fronts were installed — well over 400,000 up to 
1934. Kawneer gained world-wide recognition as standard in 
store front construction. 

Such steady growth, such dominance in its field, showed clearly 
that this store front was proving its worth in actual use, giving 
the right kind of service year after year. It further showed that 
Kawneer was holding to the original purpose — continuing to 
produce better store fronts that would meet ALL requirements. 

Today the need for Kawneer Store Fronts is greater than ever. 
Modern merchandising demands an attractive store front for 
effective display. Stores and buildings that have been neglected 
over a period of years are being improved in increasing numbers 
to meet new conditions. Through the coming years of growing 
activity, architects and contractors may depend on Kawneer, as 
always, for prompt service and outstanding value. 
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Ready to give immediate attention to your needs today — the efficient, modern Kawneer plant at Niles. 
Mich. World's largest producers of store front materials. Plants also at Chicago. 111., and Berkeley. Calif. 



WHY KAWNEER 

STORE FRONT CONSTRUCTION 

IS SUPERIOR 



K, 



u^AWNEER started out with a new and better 
method of holding glass and a revolutionary con- 
ception of what a store front ought to be; gained 
and held its reputation as the world's largest maker 
of store fronts by strict adherence to high quality 
materials and craftsmanship. 

Both standard and custom-built units are accur- 
ately made, so that every Kawneer front may be 
quickly and easily installed on the job. Sturdy, 
rustless materials are used — special alloys of 
bronze, aluminum, or stainless steel made to defi- 
nite Kawneer specifications — insuring long, de- 
pendable service and economy of upkeep. Stand- 
ard Kawneer glass holding members prevent 
breakage under all conditions by holding glass in 
a firm yet resilient and yielding grip. They provide 
for adequate drainage and ventilation; accommo- 
date varying thicknesses of glass. Special ex- 
truded or cast members may be had, but are 
recommended only for use in large buildings of 
heavy construction. 

Kawneer fronts, noted for their simple, beautiful 
lines, may be used with any architectural treat- 
ment or for any merchandising demand. Kawneer 
produces metal doors and windows, frames, grills, 
thresholds, bronze tablets, metal signs, and archi- 
tectural castings as well as standard sash, bars, 
caps and mouldings. 



RESILIENCY 

This is a basic Kawneer feature. As plate glass vibrates or 
bows under wind, or pressure, Kawneer sash and bars give 
with it. resist movement gradually but firmly, and thus pre- 
vent breakage, as illustrated. 





DRAINAGE AND VENTILATION 

Another basic Kawneer feature of 
special interest to the merchant. All 
Kawneer sash allow free drainage 
and ventilation, rapidly reduce and 
drain moisture from condensation, 
and thus minimize sweating of win- 
dows where other factors are cor- 
rect—an important display feature. 

PR ECISION MANUFACTURE 

Kawneer accuracy means greater ease of installation, pre- 
vents annoying delays, and insures a finished front that is 
sure to be correct in every detail. If desired, complete front 
may be built up at factory, then reassembled on the job. 

V ARYING THICKNESS OF GLASS 

Kawneer sash and bars mitre and 
cap perfectly, regardless of varying 
thickness of plate glass— will ac- 
commodate glass varying in thick- 
ness from 3/16ths to 5/16ths of an 
inch. Kawneer glass-holding mem- 
bers get a firm, continuous grip 
along entire surface. 




BEAUTY 



Kawneer Store Fronts are smart and compact, fat in un- 
obtrusively with any architectural treatment. Their simple, 
beautiful lines form an attractive frame for every type o 
store window display. Kawneer castings and other special 
work, offer unlimited possibilities for ornamentation. 

PERMANENCE 



No resiliency — result, 
breakage from even 
moderate shock. 



Kawneer sash cush- 
ions shock — assures 
glass protection. 



Bending test also 
demonstrates Kaw- 
neer resiliency. 



Kawneer store fronts may be obtained in all rustless metals 
that can be satisfactorily fabricated-in the proper alloy 
and degree of hardness. 

Kawneer bronze has proven itself through years of service 
to be fully able to withstand practically any exposure an 
the color is particularly attractive. 

Kawneer aluminum is of special alloy and * e »P e '7^. * 
popular due to its inherent qualities and desirable col ^ 
The Alumilite finish when applied to Kawneer ^ in ^ 
becomes an integral part of the aluminum itself, iuuy P^ 
tecting the surface and making it much harder. * ^ 

stainless steel meets many conditions and may De 
any of the well-known different alloys in use today. 
Because Kawneer Fronts are made of sturdy, rustless m#ja . 
and because of their many practical features, m Y 
lasting usefulness, and low-cost, economical u P k ® ep ' iU 
sands of Kawneer Store Fronts, 20 to 30 years old, are 
in excellent condition. 




COOPERATION WITH ARCHITECTS 



The Kawneer idea was developed by an architect, who 
founded the Kawneer Company — Kawneer has always 
worked closely with architects and builders. Experience 
has taught Kawneer how to serve their needs, anticipate 
their requirements. 

That's why Kawneer maintains an organization made 
up of store front specialists, ready to cooperate with 
architects everywhere in helping them to work out their 
specialized store front problems. 



Kawneer products are sold through hundreds of leading 
plate glass jobbers everywhere throughout the United 
States and Canada, most of whom keep complete stocks 
of standard Kawneer parts on hand. In addition to the 
main plant at Niles, Michigan, plants in Chicago, Illinois 
and Berkeley, California aiford ample production facil- 
ities, assure you of immediate attention. 

For further information or for cooperation on any job get 
in touch with the Kawneer representative in your terri- 
tory or write the factory direct at Niles, Michigan. 




ARCHITECTS' SPECIFICATIONS FOR 
KAWNEER STORE FRONTS 

All rustless metal store front construction shall be manufactured by The Kawneex 
Company, Niles, Michigan, and installed according to their standard construction de- 
tails and practice by their local distributor. 

All store front construction shall be furnished in (state metal) and (state finish). 

All plate glass in the store front to be securely held in place by genuine trade-marked 
Kawneer solid rustless metal store front sash and bars. All sash and bars have both 
inside and outside resilient metal members and to be of the manufacturer's numbers 
as indicated below or shown on the details. 

All jamb, transom, cornice, soffit, bulkhead and other mouldings to be of genuine solid 
rustless metal machine rolled heavy gauge shapes of manufacturer's numbers as in- 
dicated below or as shown on the details. 

All show case doors, transom ventilators, entrance doors and other units to be 
genuine trade-marked Kawneer products fabricated out of heavy gauge machine 
rolled rustless metal. 

The sash shall be Manufacturer's No. 

The bars shall be Manufacturer's No. 

The mouldings shall be Manufacturer's No. 

The show case doors shall be Manufacturer's No. _ , 

The transom ventilators shall be Manufacturer's No. , 

The metal entrance doors shall be as per Manufacturer's details 

Any special conditions or requirements should be clearly indicated on the details and 
included in the specifications to assure the Architect that he is obtaining genuine 
Kawneer rustless metal store front construction throughout the entire front. 
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STORE 


FRONT 


CONSTRUCTION 






1^-^ QQ This sash possesses all qualities essential to a sturdy, efh- 
*^w« OU cient, safe glass setting — is now considered the standard 
C If CJX-T Kawneer sash for a wide variety of uses. With the aid of 
kJIx.kJ& A. well balanced lines and planes it assumes a distinctive 
style and grace that render it appropriate for use with any architectural 
treatment. No screw-heads appear on face. It is perforated for drainage 
and ventilation. Made in rustless Bronze, Aluminum Alloy with or without 
Alumilite finish, and Stainless Steel. Carried in stock by Kawneer repre- 
sentatives everywhere. 



FULL SIZE 



n 
SECTION 

Face Member 18 B&S Ga. .040 

Inner Member 20 B&S Ga. .031 

Fully covered by patents. Design 

copyrighted. 



FEATURES OF NO. 88 SASH 



Draw-Plate and Screw- 
Bracket of special formed 
spring metal assure suffi- 
cient resiliency to provide 
a safe yet yielding grip on 
glass — a feature not attain- 
able in the heavy extruded 
or cast mechanisms. 



JK 



Extra wide grip on 

glass — an added 

safety feature. 



Wide, sturdy, metal 
supporting block — se- 
cure and dependable. 



Incline of Screw-Bracket and 
Draw-Plate leads outer mem- 
ber inward in true alignment — 
a very important and necessary 
functioning feature to make pos- 
sible perfect mitering or cap- 
ping. 



Will support glass varying 
in thickness from , , " to 
l ";. " — assures firm grip un- 
der all conditions. 




Trough of large ca- 
pacity — to drain 
moisture from glass. 



Screw cannot be re- 
moved — thus prevent- 
ing loss and mis- 
placement. 



NO, 20 B & S GA. .031 



Screw cannot touch the 
glass — no chance of chip- 
ping or breaking. 



Installations in Explosion and Earthquake Areas have proven conclusively that Kawneer Store Front Con- 
struction, which embodies the resilient feature, is the safest of all setting against vibrations of any character. 



NO. 88 INSTALLATION D E T A I L S — V E R T I C A L SECTION 



FULL SIZE 
DETAILS 
FURNISHED 
ON REQUEST 




88 INSTALLATION DETAILS-HORIZONTAL SECTION 



K\ , A iv 



Kawneer No. 88 Sash includes all the latest 
features, has been tested in use over a 
period of years, and retains the basic Kaw- 
neer qualities of unusual resiliency, and 
proper drainage and ventilation. It accom- 
modates varying thicknesses of glass; is an 
indirect screw-pressure type of sash, ma- 
chine-rolled from heavy gauge rustless 
metal sheets rather than extruded or cast — 
and thus is suitable for use in any kind oi 
building. In recent years it has steadily 
increased in use for all types of fronts be- 
cause it includes numerous construction 
features which make it outstanding for 
beauty, dependability and permanence. 
Attractive caps are furnished for use with 
all Kawneer Sash. Sections illustrate typi- 
cal installations. 



HALF SIZE 
DETAILS 





\W 



METAL COVERED 





SECTION OF TYPICAL NO. 88 KAWNEER SASH IN- 
STALLATION SHOWN WITH OTHER KAWNEER UNITS 

In illustration at left Kawneer No. 88 Sash has been combined 
with Kawneer No. 78 "L" Corner Bar, No. 81 A Side Jamb, No. 
82 Sill, and standard caps. 

Many combinations may be made from standard Kawneer 
units, to harmonize with any treatment or effect the architect 
desires. Custom-built structural or decorative units may also be 
secured, built exactly to architect's specifications. Kawneer 
store front experts will gladly cooperate with architects in 
adapting Kawneer construction to any special problem. 



NO. 77 






K A W N E E R 


STORE 


FRONT 


CONSTRUCTION 






No. 77 
SASH 



FULL SIZE SECTION 

Face Member 18 BdS Ga. .040 

Inner Member 20 B&S Ga. .031 

Fully covered by patents. Design 

copyrighted. 



This sash embodies those inherent qualities which have 
distinguished Kawneer Store Front Construction for thirty 
years. Ease of installation from the outside, and resilient 
construction with a firm grip on glass have been retained. 
This unit is distinctively smart and compact in appearance, is perforated 
for drainage and ventilation control. Made in Bronze, Aluminum Alloy 
(with or without Alumilite finish) and Stainless Steel. Carried in stock by 
Kawneer representatives everywhere. 



SPECIAL SASH FOR SPECIAL REQUIREMENTS 



(AVAILABLE ON SPECIAL ORDER) 




No. 30 SASH 

For replacements or additions 
to old installations. Now in 
use in thousands of store 
fronts. 




No. 33 and No. 34 SASH 

For unusually large areas, No. 
34 interlocks in rear for inside 
glazing — No. 33 (dotted lines), 
in front for outside. Both self- 
supporting. 




No. 36 SASH 

For replacements or additions 
to old installations. For use 
with or without wood back- 
ing. Extra wide gutter, 




No. 40 SASH 

For replacements or additions 
to old installations. Used with 
or without wood backing. An 
especially compact sash. 



NO. 77 INSTALLATION D E T A I L S — V E R T I C A L SECTION 




FULL SIZE 
DETAILS 
FURNISHED 
ON REQUEST 



I 
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NO. 77 INSTALLATION DET A I L S — H O R IZ O N T A L SECTION 



Kawneer No. 77 Sash is a simple, di- 
rect screw - pressure type of sash, 
machine-rolled from heavy gauge 
rustless metal sheets. The utility of 
this type of sash has been demon- 
strated by 30 years of use. While it 
does not have all the features of the 
No. 88, it is a dependable unit for 
general use, with the high quality of 
materials and precision of manufac- 
ture common to all Kawneer prod- 
ucts. Attractive caps are furnished 
for use with all Kawneer Sash. Sec- 
tions show typical installations. 



ETAL COVERED 



HALF SIZE 
DETAILS 




Kawneer bars used for both No. 88 and 
No. 77 Store Front Constructions are shown 
on the following page. They will be fur- 
nished at standard 10 degree angles or 
any practical angle on request. They are 
provided with steel stiffeners "L" (light), 
M M" (medium), or "H" (heavy) as speci- 
fied. Stiffeners are finished with a protec- 
tive coating. Letter following bar number 
denotes size of stiffener. For added 
strength special reinforcing core, No. 3603 
is supplied with "H" Stiffeners, when 
specified in order. 



Table Showing Dimension A 


90° 


Wa" 


95° 


1 h " 


100° 


l'V 


105° 


1 h " 


110° 


1" 


115° 


!,]" 


120° 


y 8 " 


125° 


\\ " 


130° 


%" 


135° 


U" 



TABLE OF BARS 

In order to facilitate the selection of proper bars we 
submit a table which we believe will be of great 
assistance in ordering. We are also submitting a 
formula as an explanation of this table. 



STIFFENER 


A 


B 


C 


LIGHT 


60 In. 


100 Sq. Ft. 


55 Sq. Ft. 


MEDIUM 


78 In. 


130 Sq. Ft. 


70 Sq. Ft. 


HEAVY 


96 In. 


140 Sq. Ft. 


72 Sq. Ft. 


HEAVY-X 


108 In, 


144 Sq. Ft. 


80 Sq. Ft. 



Formula — We recommend all of our bars as listed 
where the glass height does not exceed that given 
in Column (A) and the combined area of the 2 
plates is less than the square footage listed in 
Column (B). The area of 1 plate must not exceed 
that listed in Column (C). 
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BARS TO 

ACCOMPANY 

No. 88 or No. 77 SASH 



80 M 
BAR 



f\ 






vsV> 


I 


g 


s 
K 









g S 90° 




^ 



H 







(SEE PAGE 11 FOR TABLE AND INFORMATION)! 
12 



OTHER UNITS 
FOR KAWNEER 
STORE FRONTS 



KAWNEER AWNING BAR 



TRANSOM BAR & SOFFIT 



STEEL HOOD IS DECKED 
WITH RUSTLESS METAL 



_ 7 7 OR 8 a 

SAfiH USED t. J 
HERE 




— -7T 






REINFORCEMENT 
FURNISHED BY THE 
KAWNEER COMPANY 



*>!£ 



/X M 



'-»- _£_-*--& -&r-a 



_ >■ a 1 - "IT "l? ' 



R 






9| 



CvJ 



C^ 



^3472 

Xltered< 






- V 



. - ' I ■ 



^-Hs- 



. 



f- 



AWNING ROLL - 



J^ t5_ 
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77 or e e 

5»SH USED 
MERE 



No. 75-C TRANSOM BAR SOFFIT OVER ENTRANCE 

One-Quarter Size 

No. 75 Awning Bar provides shelter for the awning by 
means of a continuous steel hood, decked with rustless 
metal, with abundant space for awning roll. The steel 
is painted at factory. 

Transom Bar No. 75C is used in conjunction with No. 
75 Awning Bar when hood is not required. 



No. 75 AWNING BAR 

One-Half Full Size 
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KAWNEER NO. 2 8 AWNING TRANSOM BAR 



N« a6A TR.ANSOM BAA. 

JH ! 




No. 28 Awning Transom Bar consists of special Kawneer mould- 
ings machine rolled and designed to fit standard sizes of lumber 
for awning bars built up on the job. 
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KAWNEER METAL DOORS 



m 




- 



Kawneer Metal Doors are furnished in any practical size, cus- 
tom-built to comply with architects' designs — in either bronze or 
aluminum alloy. Kawneer makes both Seamless Tubular, and 
Flush-Type Doors, detailed on following pages. Doors are fitted 
and hung to frame, hardware applied and the complete Kawneer 
unit furnished ready to install — appropriate for use in the finest 
buildings. The Kawneer Company will gladly assist architects 
in working out construction to suit special requirements. 




Bronze Kawneer doors and ornamental metal work in United 
States Post Office, Cincinnati, Ohio. Samuel Hannaford & Sons, 
Architects. 




Kawneer doors and ornamental metal work in stainless 
steel. City Hall and Court House, St. Paul, Minn. Ellerbe 
& Co.. St. Paul, Architects. Holabird & Root- Chicago, 
Associate Architects. 





Kawneer aluminum doors and cast iron facia, mullions and 
bulkheads. Civic Auditorium, Grand Rapids, Michigan. Robinson 
<£ Campau, Architects. 
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KAWNEER METAL DOOR DETAILS 



^\\\w\\\^ 







~l^~ 



D 



THRESHOLD 
NO IO 



~^ 



MUNTIN 

3 INCH DETAILS 



KAWNEER WELDED TUBULAR 
DOORS 

These doors are fabricated from seamless tubes 
of solid bronze or aluminum alloy. The corners 
are welded to provide maximum strength and 
rigidity. Glazing mouldings are extruded in two 
types (see details) in harmony with the lines of 
the door and jambs. Kawneer Doors are custom 
built, single or double acting, in the two tube 
sizes shown at right. TRANSOM DESIGNS may 
be varied as desired, and either TUBULAR OR 
FLUSH TYPE construction may be used, depend- 
ing upon the design. JAMBS are furnished in 
several types, each with two methods of anchor- 
ing as shown. KICK PLATES may be mounted on 
the surface or recessed to form panel — and to- 
gether with PUSH PLATES, PUSH BARS, GRILLES, 
LOUVRES, AND OTHER ACCESSORIES are cast 
or fabricated in careful accordance with the 
architects' designs. 



TYPE D 

(TYPE C WITH TRANSOM! 




TYPE A 

(TVPE B WITH TRANSOM) 
Ml 





MU'UI-J ANCl (.OflRlOU 
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SE£ SWEET S 

CATALOGUE 
FOR OTHER 
KAWNEER 

THRESHOLDS 



THRESHOLD 
I NO 6' 



3 INCH DETAILS 



KAWNEER FLUSH-TYPE DOORS 

These doors consist of cold-rolled and extruded mem- 
bers, strongly fabricated — a versatile construction with 
many possibilities for variation of style and design, 
which has found wide usage in fine public and in- 
stitutional buildings. These doors can be built in either 
single or double acting types. Surfaces may be entire- 
ly flush, or furnished with panels, grilles, or louvres. 
Transom designs, Jambs, Kick Plates, Push Plates, Push 
Bars, Grilles, Louvres, etc. are handled in the same 
manner as with Welded Tubular Doors described on 
preceding page. Kawneer furnishes complete door, 
hardware, and frame, assembled and ready for glaz- 
ing and installation — will gladly cooperate with archi- 
tects everywhere in adapting this construction to 
special requirements. 






JAMB KE-4114 
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NO. 70 SHOW CASE DOORS; VENTILATORS 




WITHOUT TRANSOM 



KAWNEER METAL SHOW 
CASE DOORS may be had with 
or without transom, as shown in 
sketches; equipped with neces- 
sary hardware and installed in 
frame, Corners are mitred and 
strongly welded. Felt member 
keeps out dust. These doors oc- 
cupy but little space, and are 
especially compact. 

FULL SIZE DETAILS ON REQUEST 




WITH TRANSOM 



\ 




No. 57-A. Pivoted 
at sides to swing 
in at top. Maxi- 
mum width 30". 



No, 57-B. Hinged 
at sides to swing 
out. Maximum 
width 24". 



No. 57-C. Pivoted 
at top and bottom. 
Maximum width 
30". 



No. 57-D. Hinged 
at bottom to 
swing in. Maxi- 
mum width 30". 



PIVOTED VENTILATORS (A, B, C, and D) are also furnished in frames for transoms, bulkheads, 

etc. Write for further information. 



KAWNEER 




FULL SIZE 



Type B. Cold rolled from heavy brass, rein- 
forced with steel channel where screw occurs. 
For 13/ 4 " and 2V 4 " doors. 




No. 4. Extruded — bronze. 



No, 5. Extruded — bronze. 




No. 6. Extruded — bronze. 




No. 7. Extruded — bronze. 
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KAWNEER GRILLES 






mil iiiiiiniiii iiiii 

iiimiiiiiiiiiiiiiiii 
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TYPE 1-G 
Rectangular Interstices. 
Stock sizes: 11" x 5". 18" x 9". 24" 




x 10' 



TYPE 2-G 

Small Square Interstices. 

Stock sizes: 11" x 5". 18" x 9". 24" x 10' 




TYPE 3-G 
Large Square Interstices. 
Stock sizes: 11" x 5". 18" x 9". 24' 



x 10' 



ooamm 

— — ■ 

TYPE 4-G 

Ball and Slot Interstices. 

Stock sizes: 11" x 5". 18" x 9". 24" x 10". 



Wa ^% w. *% 



i* ******** 
** ** ** ** ** ** ** 
** ** ** ** ** ** ** 
** rjf rj# r A # ** r A & ** 

*****<*** tf***** 
?** ** rj& ** KiX ** ** 



TYPE 5-G 

Clustered Union Jack. 

Stock sizes: 11" x 5". 18" x 9". 24" x 10' 




SPECIAL 

Design cut or cast to meet architects' re- 
quirements on time and material basis. 



KAWNEER STAMPED METAL GRILLES are furnished in 
.050 and .109 gauge metal, sharply cut from bronze, 
aluminum alloy* or copper; in stock sizes and patterns, 
(1-G to 5-G) or cut to meet architects' requirements. 
Maximum size in either gauge is 24" x 114". If .050 
grilles are made larger than 24" x 24" ample reenforce- 



ments are attached to back. KAWNEER CAST METAL 
GRILLES are made to any design or size, in various 
metals. Kawneer also furnishes high grade architec- 
tural and sculptural cast metal work of all types, in ac- 
cordance with architects' designs. Kawneer castings 
are sharp and clean-cut. 



THRESHOLDS 



DETAILS 




No. 8. Extruded — bronze. Fur- 
nished with weathering angle. 



No. 9. Extruded — bronze. Fur- 
nished with weathering angle. 




No. 10. Extruded — aluminum only. 




No. II. Extruded — aluminum only. 
Note: Kick plates in standard sizes are also available. 
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KAWNEER BRONZE TABLETS 




Kav/neer Bronze Tablets are wide- 
ly known for excellence of work- 
manship, are fashioned and cast 
by skilled craftsmen with long ex- 
perience in the art. They are made 
in a variety of treatments accord- 
ing to special designs or needs. 
Kawneer also makes other fine 
bronze castings as illustrated by 
solid bronze fountain at left. 





Cast bronze fountain. University ot 
Chicago. J. M. Jonson, sculptor. 







KAWNEER WINDOW VENTILATORS 



ANGLE TYPE 

For general home or office 
use. Furnished in pairs, in 
maroon or green baked 
enamel finish. Shipments in- 
clude the necessary wood 
screws. Cost of special fin- 
ishes on request. 





VERTICAL TYPE 

Admits less air than angle 
type. Likewise furnished in 
pairs, in maroon or green 
baked enamel finish — with 
necessary wood screws. 



Enjoy fresh air in comfort without draft. Kawneer Window Ventil- 
ators are neat and inexpensive, can be attached quickly and 
easily with screws and screwdriver by anyone, to lower jambs of 
any weight-hung windows. They hold plate glass or other appro- 
priate shield in proper position to admit sufficient air and still 
keep out rain, snow, and dust. EASILY INSTALLED OR DE- 
TACHED WITHOUT DEFACING JAMB. 
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THESE 

ADDITIONAL 

FULL-SIZE DETAILS 

MAY BE HAD ON 

REQUEST 

NO OBLIGATION 



J F. S. Sections of Bars. Horizontal and Vertical Sections — Featuring 
No. 77 Sash. 



2 Horizontal and Vertical Sections — Featuring No. 88 Sash. F. S. Detail 
of 4" Transom Bar. 



3 F. S. Sections of Sash 33, 34, 35, 36, 40. Number 75 Awning Bar. 
Number 27-D Transom Bar. 



A Number 28 Awning Bar. Number 28-A Transom Bar. Grilles and 
Thresholds. 



R Number 70 Show Case Door. Number 57 Ventilator. Mirror Frame 
Mouldings. 

g F. S. Sections of Architectural Mouldings — Stock. 

7 F. S. Sections of Architectural Mouldings — Special. 

Q F. S. Details of Pivoted and Hinged Ventilators. 

Q Cast Enrichments, furnished in any practical metal. 
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KAWNEER STORE FRONTS 

HELP THE MODERN MERCHANT 
TO INCREASE SALES ■ 

GIVE A DEFINITE COMPETITIVE 
ADVANTAGE ■ 



The importance of the store front as a device to give a favorable impression, and more 
particularly as a tool for the proper display of merchandise is accepted by merchan- 
disers everywhere, in every line of business. As we enter a new era of highly efficient 
selling, it is apparent that the successful store of the future will have to be even more 
attractive, and more inviting— better equipped than ever to stop the passerby and 
interest him in its goods. 

The advantage that the modern Kawneer Store Front gives to the merchant is clear at 
a glance when you compare the old-fashioned, inefficient front with the trim, attractive 
Kawneer Front. The dollars and cents benefits, the permanence, and the economy of 
upkeep of Kawneer construction have been demonstrated hundreds of thousands of 
times since Kawneer originated the resilient, rustless metal store front 30 years ago. 
That's why Kawneer is the world's largest manufacturer of store front materials today. 

Kawneer Store Fronts may be as elaborate, as modern, or as simple and unobtrusive 
as the type or character of the house demands. They can be adapted by your architect 
to the solution of any display problem. On the following pages you will find examples 
of Kawneer fronts ranging from the smartest metropolitan shops, with strikingly modern 
ornamental metal work, to groceries and markets where the front becomes a vital part 
of an efficient merchandising machine for the display and sale of common everyday 
commodities. 

Above all, Kawneer Store Fronts are practical — their steady increase in use has come 
about because they have been profitable to those who have used them. 
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TYPICAL KAWNEER STORE FRONT 
INSTALLATIONS 




Halph Kenwick, Contr. Kawneer btore front and Uoors 



Nickel Silver. 




John David, Men's Store, New York City. Starrett & VanVleck, Archi- 
tects. Alumilite Store Front. 




Bartlett & Sons Co., Jewelers, Boston, Mass. Harold Field Kellogg, Archi- 
tect. Stainless Steel throughout. 




The Arcade, new Field Building, Chicago. Graham, Anderson, Probst & 
White, Architects. George A. Fuller and Co., Contractor. Nickel Silver 
- Kawneer Store Fronts and Doors. 
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Calmer House Products, Chicago, Illinois. Holabird & Root, Architect. Note orn 




Red Robin, Ladies Ready to Wear Shop, Cleveland, Onio 



Kroger Grocery and Market, Memphis, Tenn. Alumilite front. 
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Coolidge Corner Theatre Building, Brookline, Mass. Everett Hayward, Architect. Store fronts in alumilite finish. 




.1* L '- 





Abraham's Drug Store, Burlington, Vt. Louis S. Newton, Architect. 
Store front and name in alumilite. 




A. C. Radziszewski, 



ire's, Men's Clothing Store, South Bend, Ind. Austin & Shambleau, Architects 
Bronze store front by Kawneer. 
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Torell's Department Store, Stockholm, Sweden. One of many Kawneer installations in foreign countries. 







The Great Atlantic & Pacific Tea Co., Store in Boston, Mass. Stainless steel front. Heim's Drug Store, Berrien Springs, Mich. Alumilite Kawneer 

front attracts tourist trade. 




Palme: House Caie, Chicago, Illinois. Holabird S Rool Arc Zc-piete front furnished by Kawneer including sash and bars, signs, doors, and 

decorative strips in stainless steel. 
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Sears Roebuck <£ Company, De- 
partment Store, Hackensack, 
N. J. Alfred S. Alschuler, Chi- 
cago, Architect. Bronze front. 



Crystal ttouse, A Century of Progress, 1934. George F. Sally trocjts, Women s Specialty Shop, Oat Fart, Illinois. 

Keck, Architect. A striking example of the versatility of Sobel & Drielsma, Chicago, Architects. 

Kawneer No. 88 sash. 




Pennsylvania Drug Company, Broadway and 47th Street, New York City. Allmon G. Fordyce, Architect. Aluminum front. 



STANDARD CONSTRUCTION, 

KAWNEER RUSTLESS METAL 

STORE FRONTS 

Kawneer furnishes standard parts such as sash, bars, 
awning and transom bars, and other units which may 
be combined by the architect and builder for a wide 
variety of uses. Carried in stock by over one hundred 
representatives. Full-size details on request. 



KAWNEER SEALAIR WINDOWS 

Sealair Windows are furnished in casement or light 
or heavy double hung types, for any practical win- 
dow requirement. Famous 3-point contact gives con- 
tinuous weathering — dust-proof, weather-proof, rat- 
tle-proof. Solid bronze or aluminum alloy members 
are strongly welded for rigidity and long life. Write 
for details. 



CUSTOM-BUILT KAWNEER STORE 
FRONTS 

Kawneer not only makes special units for use with 
standard members, but also makes rolled, extruded 
or cast parts of special design. The entire front is 
built up at the factory, insuring perfect installation 
when re-assembled on the job. 



KAWNEER METAL DOORS 

Kawneer custom-built doors in bronze or aluminum 
alloy may be had in either seamless Tubular or Flush 
types — are now being used not only in fine public 
buildings, banks, and skyscrapers, but also in con- 
nection with fronts for small shops. 



KAWNEER COLD-ROLLED 
ARCHITECTURAL MOULDINGS 

Kawneer stock or special mouldings are furnished for 
a wide variety of uses — for jambs, sills, transom bars, 
bulkheads, cornice and other units. Rolled from 
heavy bronze or copper. Full size details or sug- 
gested treatments for particular requirements will 
be furnished on request. 



KAWNEER GRILLS AND 
THRESHOLDS 

Stamped rustless metal grilles are available in a 
number of stock designs. Special designs or sizes are 
cut or cast to architect's requirements in various suit- 
able metals. Thresholds come in both cold-rolled and 
extruded types in brass, bronze, or aluminum, and in 
standard designs. 



KAWNEER ORNAMENTAL METAL 
WORK 

Kawneer supplies a wide variety of sharp, clean-cut 
architectural castings and metal work in bronze, 
nickel silver, aluminum alloy and other metals for 
store front or interior use. Such items include decor- 
ative units, metal letters, stair rails and newels, rail- 
ings, sliding gates, pedestals, transoms, and screens. 



KAWNEER BRONZE TABLETS 

Kawneer Bronze Tablets are fashioned and cast to 
architect's requirements by skilled artists who have 
specialized in this work for years. Letters and designs 
are sharp and clean-cut — these tablets are noted for 
their fine quality and craftsmanship. 



KAWNEER WINDOW 
VENTILATORS 

These practical window ventilators admit plenty of 
fresh air without draft — hold plate glass or other 
shield in position to keep out rain, snow, or dust. 
They may be easily and quickly installed by anyone. 
May be detached without defacing window jamb. 
Write for folder. 



KAWNEER SHOWER-STALL DOORS 

Kawneer Shower Stall Doors are rustless and water- 
tight; come in bronze chromium plated, or nickel sil- 
ver. Corners are firmly welded — no sagging or bend- 
ing. Members are smaller and lines finer, yet they 
retain maximum strength and rigidity. Suggestions 
for meeting special requirements will be gladly 
made on request. 
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